
 

  

1. Dismount the side cover. 

 



2. Unplug the connector (brown-

black and green wire) 



 

3. Connect the splitter harness 

included in package between the 

disconnected connectors. 



4. Turn off the petcock on the right 

side of the bike. It is difficult to 

access, but it is possible to put the 

finger in there and turn it with it. 



5. Turn off the petcock on the left 

side of the bike. 



6. Disconnect the hose from right 

petcock, put it into the canister and 

drain the tank by turning the LEFT 

petcock on.  



 

 

7. When the tank is empty, close the 

left petcock,  disconnect the fuel 

tube from the T-plug to which is the 

left petcock connected and pull the 

disconnected tube out from the 

motorcycle. 

8. Cut the tube 120mm from the 

right petcock 



 

9. Connect both pieces of the fuel 

tube together with the fuel sensor 

using included T-plug in the same 

orientation as on the picture. 



 

10. Return the tube with the sensor 

on the bike, connect it back to its 

own place and attach the sensor to 

the engine.  



 

11. Dismount the right cover. 



 

 

12a. Dismount the screws to release 

the side cover. 

12b. Dismount the screws to release 

the side cover. 



 

 

12c. Dismount the screws to release 

the side cover. 



 

12d. Remove the plastic clips from 

the bottom of the side cover. 



 

13. Lead the wires in following way: 

a. power wire from the sensor up to 

the steering neck of the bike 

 b. sealed wire from the display 

panel to sensor 



 

14. Connect the display panel and 

the sensor together and fix the 

connector with the cable ties. Make 

sure that the wires are few 

centimeters away from the engine 

due to its high temperature. 



 

 

 

16. Lead the sensor power supply 

wire this way and fix it on place 

using cable ties. 

15. Fix the display panel wire on this 

place using cable tie. 



 

 

17. Connect the sensor power 

supply cable to the newly installed 

harness splitter. 

18. Lead the USB charger cable 

under the bar to the newly installed 

harness splitter and connect it to the 

remaining slot. 



 

19. This rubber nut if important for 

proper holding of the steel plate 

holding the gauge and the USB port. 

If it is worn, replace it with included 

new one. Insert it from front side. 



 

 

20. Make sure the wires are routed 

this way and snap the side cover on. 



 

21. Install the screw (You must use 

the included one because the old on 

eis too short) with the black plastic 

tube part. Do not tight it now. 



 

 

23. Install all the remaining covers back and tight all bolts. 

24. Check if the gauge and the USB charger powers up with turning the ignition on. 

25. Make sure both petcocks are open.  

26. Fill ca 1 liter of fuel into the empty tank and do the minimal level calibration (follow the fuel 

gauge user manual) 

27. Fill the rest of the tank and do the maximal level calibration. 

22. Insert the included nut with the 

plastic package in this orientation 

and screw the bolt with the plastic 

tube part in. You must be little tricky 

to hit the screw. 

22a. It is needed to hold the nut by 

hand during tightening to prevent 

rotation.  


